Draft CEPT Brief on Agenda item 1.4

Agenda item 1.4: To consider the results of studies related to Resolution 114 (WRC-95), dealing with the use of the band 5091-5150 MHz by the Fixed-Satellite Service (Earth-to-Space) (limited to feeder links of the non-geostationary Mobile-Satellite Service), and review the allocation to the aeronautical radionavigation service and the fixed-satellite service in the frequency band 5091-5150 MHz

Issue

Revision of the allocations in the band 5091-5150 MHz 

Preliminary CEPT position

TBD

Background

WRC-95, by the means of Resolution 114, resolved: "that the allocation to the aeronautical radionavigation service and the fixed-satellite service in the frequency band 5091-5150 MHz should be reviewed at the 2001 World Radiocommunication Conference" and required ITU-R "to study the technical and operational issues relating to sharing of this band between the aeronautical radionavigation service and the fixed-satellite service providing feeder links of the non-geostationary mobile-satellite service (Earth-to-space)" and "to bring the results of these studies to the attention of WRC-2001."

In accordance with resolves 1 of Res.114, ICAO has developed a procedure to establish the spectrum requirements for MLS and other potential aeronautical applications, in order to support the future allocation requirement for the band 5 091 - 5 150 MHz. The results should be available around end 2001. This procedure includes:

· update of the MLS requirements by States;

· review of the operational requirements of MLS (Ref. Annex 10, Volume I Radio Navigation Aids);

· replanning of MLS assignments to establish spectrum requirements;

· identification of future spectrum requirements for other aeronautical systems;

· presentation and discussion of results in ICAO; and

· presentation of results to ITU.

Moreover, Resolution 114 also recognised that the fixed-satellite service providing feeder links for non-geostationary mobile-satellite services will need access to the frequency band 5091 - 5150 MHz in the short term, in order to accommodate identified requirements. Considering footnote S5.444A, it is possible to make new assignments to feeder links for non-geostationary mobile-satellite services in the FSS until 31/12/2007.

The band 5091 - 5150 MHz is currently used by stations operating in the fixed-satellite service to provide feeder links for non-geostationary mobile-satellite services. It is, however, not clear how intensive this use of this specific frequency band actually is, because the whole band available for MSS feeder links ranges from 5091 MHz to 5250 MHz.

ITU-R WP 8D has developed elements for draft CPM text stating that no interference has been encountered by MLS stations from NGSO MSS gateway stations so far. These elements were sent to the leading ITU-R WP 8B as a liaison statement (Doc 8B/50). WP 8B has requested Administrations to provide operational studies to indicate to what extent MSS feeder links have used spectrum to-date in the range 5091-5150 MHz (Doc 8B/100 Attachment 9).

The responsible group within ITU-R is WP 8B.

List of relevant documents

8D/28

8B/50

8B/100 Attachment 9

Proposals from outside CEPT

(to be inserted)

Actions to be taken

Consider, if available, information on actual use of the band 5091-5150 MHz by MSS feeder links.

Consider carefully the results of the ICAO study.
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