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Table 2.  Format of Amendment Proposal (AP)

	Title:Original: AMCP WGM/1 WP43
	VDL Mode 2 Technical Manual Amendments

	AP working paper number and date:AP#8
	AMCP WG-M,WP22 , WP19,  12 DEC 00

	Document(s) affected:
	Manual on VDL Mode 2 Technical Specifications,



	Sections of Documents affected:
	Table 6-51b (Table 5-46b  in Technical Manual)

	Coordinator:
	Bassam Farroha

	Coordinators address:
	2551 Riva Road, Annapolis Maryland, USA, 21401

	Coordinators Phone:
	410-266-2160

	Coordinators Fax:
	410-266-4040

	Coordinators e-mail address:
	Bfarroha@arinc.com

	Category:
	 

	Problem description:
	System Mask is mandatory on GSIF, XID_RSP_L E and XID_RSP_H O: otherwise, optional. 

	Background:
	Making the XID parameter mandatory  avoids possible interoperability problems. It is possible ,although very rare, that the sending ground station belongs to a different service provider than that of the current ground station. 

	Backwards compatibility:
	

	Amendment Proposal:
	 Suggests that the Technical Manual change per AEEC 631. System mask should always be mandatory in all XID uplinks to reduce the risk in identifying the LME associated with an XID uplink.



	WG-M status:
	 OPEN (requires further study)

	
	Pending


Changed XID parameter in table 5.46b

(see printed copy of AMCP WM/1 WP43)

