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SUMMARY

The AMCP currently includes an SNDCF in the draft VDL Mode 3 SARPs for ATN communications over VDL Mode 3. This is undesirable because it means that CLNP changes that affect the compression scheme in this SNDCF will have to co-ordinated with the AMCP. However, the AMCP does not have a formal change control process similar to that adopted by the ATNP. Instead, it is proposed to include this SNDCF in the ATN SARPs from where it may be referenced by the VDL Mode 3 SARPs. This will avoid the dependency between the two panels. This draft liaison is to inform the AMCP that this SNDCF will be included in the ATN SARPs.

It would have been preferred for the VDL Mode 3 SARPs to reference the Frame Mode SNDCF. However, there are outstanding issues that do not make this possible within the current publication timeframe.
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1. Background

In the draft SARPs for the VDL Mode 3 Frame Mode Communications Service, an SNDCF and compression algorithm has been specified for providing the ATN required SN-Service over VDL Mode 3 Frame Mode. However, in doing so, the AMCP has introduced an ATN SARPs dependency on AMCP SARPs. This is because the compression scheme makes explicit reference to the ATN’s CLNP communications protocol and will be affected by any changes made to this protocol by the ATNP.

Such changes are possible as the future work programme includes changes to reflect forwarding policies over new types of subnetwork.

The ATNP wishes to avoid this complexity and has thus offered to incorporate the VDL 3 Frame Mode SNDCF in its own SARPs thus placing it under the change control exercised by the ATNP CCB.

2. ATNP Action

The ATNP has prepared a version of the VDL Mode 3 specific SNDCF and incorporated it as section 5.7.9 of ICAO Doc 9705 3rd edition. A copy of this specification has been passed informally for checking to AMCP VDL Mode 3 experts who have indicated that it meets AMCP requirements.

A copy of section 5.7.9 of ICAO Doc 9705 3rd edition is attached to this liaison (ATNP SG B1 WP121) and is thereby formally provided to the AMCP.

3. AMCP Requested Action

It is requested that the AMCP deletes the SNDCF for use with VDL Mode 3 Frame Mode data communications from the VDL Mode 3 SARPs and replaces this text with a reference to ICAO Doc 9705 3rd edition section 5.7.9.

