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Disposition/Rationale

	FMSP-WG/6
	Annex 10, Volume V, Chapter 5, 5.1.1.1



	Comment and rationale : It is noted that 5000-5030 MHz and 5091-5150 MHz also have AMS(R)S allocations.
Proposed text Frequency bands with an allocation to aeronautical safety services under the Aeronautical Mobile Satellite (Route) Service (AMS(R)S). Frequency bands that meet these criteria and are being considered for RPAS C2 links are: the 1 610 - 1 626.5MHz and the 5 030-5 091 MHz frequency bands;
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	WG2 
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	Proposed answer: 



	FSMP-WG/6
	Annex 10, Volume V, Chapter 5, 5.1.1.3
	Comment: Need a note providing additional clarification on “are met” in “…where the conditions in ITU-R Resolution 155 (WRC-15) are met.”

Proposed Text: Add an additional Note as follows: “Note 2: Particular note should be taken of the timing and order of functions as delineated in Resolution 155 (WRC-15), and in particular the references to necessary WRC-23 actions”
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	FSMP-WG/6
	Annex 10, Volume V, Chapter 5, 5.2.1
	Comment: FSMP can agree with the approach of referencing Regional Air Navigation Agreements if the VHF reference is limited to the two VDL-4 common signaling channels.

Proposed Text:  Terrestrial RPAS systems shall operate in bands allocated to the Aeronautical Mobile (Route) Service (AM(R)S).  Frequencies or frequency bands with such allocations that are being considered for RPAS C2 links include 113.250 and 136.925 MHz (common signaling frequencies for VDL Mode 4), 960-1164 and 5030-5091 MHzfrequency bands. The operation of the C2 Link within any of these bands shall be in accordance with Regional Air Navigation Agreements, so that the C2 Links do not constrain other aeronautical systems using these allocations.
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	FSMP-WG/6
	General
	Comment: The FSMP believes that it should be made clear that RPAS C2 links that operate within frequency bands associated with the ITU-R Aeronautical Mobile-Satellite (R) Service are not covered by the “Standards and Recommended Practices applicable to the use of Aeronautical Mobile-Satellite (R) Service communications technologies” contained in Annex 10, Volume III, Chapter 4 “Aeronautical Mobile-Satellite (R) Service”

Proposed Text: No specific text is proposed, however FSMP believes there is a possibility of confusion unless clarifying notes are added (perhaps both to the RPAS C2 section and to Volume III, Chapter 4.
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	FSMP-WG/6
	General
	Comment: The FSMP recognizes that RPASP has not begun the work of developing channel plans, however when that effort is begun – in particular for the 960-1164 MHz option – guard bands should be imposed around frequencies such as 978, 1030 and 1090 MHz. It is noted that minimum operational performance standards (MOPS) work on this topic may have already begun, and FSMP would look to RPASP participants to ensure this is addressed in those fora as well.
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