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APPENDIX Y  —  DRAFT PfA TO ICAO DOC 7030, EUR SUPPS 

(Paragraph 5.3.3 refers) 

6.13.6.1 When using an ATS surveillance system to provide flight information service to uncontrolled flights, the appropriate ATS authority should determine, or establish procedures to ensure, that the number of identified aircraft simultaneously provided with ATS surveillance services – maintaining identification and monitoring the progress of flight – does not exceed that which can be safely handled under the prevailing circumstances.

Note – The assessment of the acceptable workload includes, inter alia, the size of the volume of airspace, the functions provided and/or the number of working positions, traffic density, traffic mix, proximity to other classes of airspace, surveillance and radio coverages, ATS system capabilities and the training of the personnel providing the
flight information service.

Rationale

Inasmuch as for air traffic control there are obvious tools available to control the number of aircraft that are simultaneously provided with ATS surveillance services, when such surveillance information is used in the provision of flight information service, the number of simultaneously aircraft provided with surveillance should be determined and managed in a different manner, specific to the environment where is used.

6.13.6.2 The workload of the flight information officer or of the air traffic controller may be managed by interrupting or terminating the provision of ATS surveillance services to some or all of the uncontrolled identified flights. The appropriate ATS authority, ascertaining in close cooperation with the airspace users involved that the overall level of safety of operations and awareness of the airspace users will be maintained, may prescribe conditions when the progress of the uncontrolled identified flights do not have to be continuously monitored.

Rationale 

The most efficient solution for managing the number of aircraft simultaneously provided with surveillance flight information services is to actively inform the pilot when no longer provided with surveillance.

6.13.6.3 When using ATS surveillance to provide flight information service to uncontrolled identified flights at levels at which the surveillance coverage may have discontinuities, an assessment shall be undertaken by the appropriate ATS authority to ascertain the circumstances under which the identification of an aircraft is considered lost.


Rationale 

When operating in high-terrain areas, the surveillance coverage may have discontinuities at low altitudes, especially along the valleys. Assessments should be conducted to evaluate in which conditions the identification is retained for a temporary unavailability of  the aircraft position on the display or that the identification is considered lost and information must be passed accordingly.

6.13.6.4 In addition to the functions described in PANS-ATM, 8.11, the information presented on a situation display may be used to provide uncontrolled flights, identified or not, at initial call or on request, with information on collision hazards observed on the situation display along the intended route provided in the flight plan or in flight.

Rationale

Normally, uncontrolled flights are typically accessing the flight information services by establishing contact, reporting position and flight intentions. It is a widespread use that in such cases the flight information officer would use observation on the surveillance display to inform the aircraft on potential hazards along the intended route.


Chapter 10. PHRASEOLOGY

10.3 SURVEILLANCE

Nil.

	Circumstances

	Phraseologies

	Interruption of surveillance service
	RADAR SERVICE INTERRUPTED [DUE (reason)][instructions]
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