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II. Activate           ACT 

1. Purpose of the ABI Message 

  The ACT message satisfies the following operational requirements: 

 Replace the verbal boundary estimate by transmitting automatically 

details of a flight from one ATC unit to the next prior to the transfer of 

control; 

 Update the basic flight plan data in the receiving ATC unit with the most 

recent information; 

 Facilitate distribution and display of flight plan data within the receiving 

ATC unit to the working positions involved; 

 Enable display of correlation in the receiving ATC unit; 

 Provide transfer conditions to the receiving ATC unit. 

2. Message Contents 

The ACT message shall contain the following items of data: 

 Message Type; 

 Message Number; 

 Aircraft Identification; 

 SSR Mode and Code; 

 Departure Aerodrome; 

 Estimate Data; 

 Destination Aerodrome; 

 Number and Type of Aircraft; 

 Type of Flight; 

 Equipment Capability and Status. 

If bilaterally agreed, the ACT message shall contain any of the following items 

of data: 

 Route; 

 Other Flight Plan Data; 

 Actual Take‐Off Time. 

Note: The Actual Take‐Off Time is normally used in the cases where the ACT 

follows a PAC message that included the Estimated Take‐Off Time. 

 

3. Example 

 (ACTOMAE/OMSJ727-ABY604/A7306-HEBA-ALRAR/0130F110-
OMSJ-9/A320/M-15/N0428F250 DCT NOZ A727 CVO/N0461F350 
UL677 MENLI UN697 NWB W733   METSA UB411 ASH G669 
TOKLU UP559 ASPAK/N0438F290 UP559 NALPO P559   
ITGIB/N0409F230 P559 -80/S-81/W/EQ Y/EQ U/NO 
R/EQ/A1B1C1D1L1O1S1) 

   


