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 فریق خبراء البضائع الخطرة
  الاجتماع الخامس والعشرون

  ٣٠/١٠/٢٠١٥إلى  ١٩ل، من یامونتر

من جدول الأعمال: ٥البند رقم  في ذلك  وضع استراتیجیة شاملة للتخفیف من المخاطر المرتبطة بنقل بطاریات اللیثیوم بما 
  وضع معاییر للتغلیف قائمة على الأداء وجهود لتیسیر الامتثال

المعبأة "المعدات" لأغراض بطاریات اللیثیوم البند مراجعة معنى 
  مع المعدّات والتي تشكل جزءا منها

  )الدكتور برینان(مقدمة من 

  الملخص
"المعدّات" بالصیغة الواردة حالیا في القسم الأول  البنداقتراحاً یقضي بمراجعة تعریف تتضمن ورقة العمل هذه 

). كما تتضمن اقتراحا بإضافة تعریف بشأن "المعدات" إلى ٩٦٩) ورقم (٩٦٦رقم ( من تعلیمات التعبئة
  .) بما یحقّق التطبیق المتسق٩٧٠) ورقم (٩٦٧تعلیمات التعبئة رقم (

تعلیمات التعبئة رقم مراجعة ى لإ خبراء مدعوٌ الفریق الإجراء المطلوب من فریق خبراء البضائع الخطرة: 
 ورقة العمل هذه.في المرفق ب مبیّنعلى النحو ال) ٩٧٠) ورقم (٩٦٩) ورقم (٩٦٧) ورقم (٩٦٦(

1. INTRODUCTION 

1.1 Packing Instructions 966 and 969, which apply to lithium batteries packed with 
equipment, currently include a definition of what constitutes “equipment” for the purposes of these 
packing instructions. 

1.2 There though continues to be discussion around what constitutes “equipment” for the 
purposes of determining whether an article should be considered as a “battery” and therefore assigned to 
UN 3090 or UN 3480, or if it is equipment and assigned to UN 3091 or UN 3481. There is also an issue 
around whether an article can be deemed to be “equipment” such that lithium batteries can be packed with 
the article and then assigned to UN 3091 or UN 3481. 

1.3 On this last item there have been a number of approaches by consignors to ship lithium 
ion batteries with the battery charger for the lithium ion batteries as UN 348 — Lithium ion batteries 
packed with equipment. 
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1.4 Notwithstanding that the lithium ion batteries connect to the battery charger, it is believed 
that for the purposes of the provisions of Packing Instruction 966 that the battery charger is not 
“equipment” in the sense that the lithium ion batteries do not power the charger. 

1.5 Here it is believed that the wording set out in Packing Instruction 966 is not sufficiently 
clear to prevent misunderstanding or misapplication on just what can be considered equipment. The 
wording in Packing Instruction 966 currently reads as follows: “For the purpose of this packing 
instruction, “equipment” means apparatus requiring the lithium ion batteries with which it is packed for 
its operation”. 

1.6 Logically the battery charger does not “require” the lithium ion battery to operate; 
however, it could be considered that the charger only operates when the lithium battery is in place in the 
charger. 

1.7 On that basis it is suggested that the wording in Packing Instruction 966 and Packing 
Instruction 969 could be improved to make it clear that to be considered “equipment” and therefore 
assigned to UN 3481 or UN 3091 that the article must be powered by the lithium batteries with which 
they are being packed. 

1.8 The other issue is that currently the definition of equipment is only contained in Section I 
of Packing Instruction 966 and Packing Instruction 969, and for consistency it is believed that the 
definition of equipment should appear at the top of each packing instruction as part of the introductory 
paragraph. 

1.9 To ensure that the definition of equipment is applied consistently it is also believed that 
the same definition should be included into Packing Instructions 967 and 970. 

1.10 For the information of the DGP, a proposal to this affect was submitted in an informal 
(INF) paper to the 47th session of the UN Subcommittee. The INF was well received by the Subcommittee 
and IATA was invited to bring this back to the Subcommittee in a formal paper for the 48 th session. This 
has been done, although the 48th session of the Subcommittee will not take place until after DGP/25. 

2. ACTION BY THE DGP 

2.1 The DGP is invited to revise Packing Instructions 966, 967, 969 and 970 as shown in the 
appendix to this working paper. 

— — — — — — —
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PROPOSED AMENTDMNET TO PART 4 OF THE TECHINICAL INSTRUCTIONS 
 

Part 4 
 

PACKING INSTRUCTIONS 
. . .  

Chapter 11 
 

CLASS 9 — MISCELLANEOUS DANGEROUS GOODS 
. . .  

Packing Instruction 966 
Passenger and cargo aircraft for UN 3481 (packed with equipment) only 

 
1. Introduction 
 
 This entry applies to lithium ion or lithium polymer batteries packed with equipment. 
 
 Section I of this packing instruction applies to lithium ion and lithium polymer cells and batteries that are 

assigned to Class 9. Certain lithium ion and lithium polymer cells and batteries offered for transport and meeting 
the requirements of Section II of this packing instruction, subject to paragraph 2 below, are not subject to other 
additional requirements of these Instructions. 

 
Note.— A new paragraph clarifying what is meant by “single cell battery” is proposed in DGP/25-WP/14 for the 
sake of harmonization with the UN Model Regulations. If the proposed text below is agreed by DGP/25, it should 
be included after the single cell battery text.  

 
 For the purpose of this packing instruction, “equipment” means apparatus for which the lithium cells or batteries 

will provide electrical power for its operation. 
. . .  
I. SECTION I 
. . .  

 
I.2 Additional requirements 
 
. . .  

— The number of cells or batteries in each package must not exceed the appropriate number for the 
equipment’s operation, plus two spares. 

— For the purpose of this packing instruction, “equipment” means apparatus requiring the lithium ion batteries 
with which it is packed for its operation.  

— Batteries manufactured after 31 December 2011 must be marked with the Watt-hour rating on the outside 
case. 

. . .  
 
II. SECTION II 
 

With the exception of Part 1;2.3 (Transport of dangerous goods by post), 7;4.4 (Reporting of dangerous goods 
accidents and incidents), 8;1.1 (Dangerous goods carried by passengers or crew) and paragraphs 1 and 2 of 
this packing instruction, lithium ion cells and batteries packed with equipment offered for transport are not 
subject to other additional requirements of these Instructions if they meet the requirements of this section. 
 

. . .    
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Packing Instruction 967 
Passenger and cargo aircraft for UN 3481 (contained in equipment) only 

 
1. Introduction 
 
 This entry applies to lithium ion or lithium polymer batteries contained in equipment. 
 
 Section I of this packing instruction applies to lithium ion and lithium polymer cells and batteries that are 

assigned to Class 9. Certain lithium ion and lithium polymer cells and batteries offered for transport and meeting 
the requirements of Section II of this packing instruction, subject to paragraph 2 below, are not subject to other 
additional requirements of these Instructions. 

 
Note.— A new paragraph clarifying what is meant by “single cell battery” is proposed in DGP/25-WP/14 for the 
sake of harmonization with the UN Model Regulations. If the proposed text below is agreed by DGP/25, it should 
be included after the single cell battery text.  

 
 For the purpose of this packing instruction, “equipment” means apparatus for which the lithium cells or batteries 

will provide electrical power for its operation. 
 
. . .  

 
I. SECTION I 
. . .  

 
II. SECTION II 
 

With the exception of Part 1;2.3 (Transport of dangerous goods by post), 7;4.4 (Reporting of dangerous goods 
accidents and incidents), 8;1.1 (Dangerous goods carried by passengers or crew) and paragraphs 1 and 2 of 
this packing instruction, lithium ion cells and batteries contained in equipment offered for transport are not 
subject to other additional requirements of these Instructions if they meet the requirements of this section. 

. . .  
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Packing Instruction 969 
Passenger and cargo aircraft for UN 3091 (packed with equipment) only 

 
1. Introduction 
 

This entry applies to lithium metal or lithium alloy batteries packed with equipment.  
 
Section I of this packing instruction applies to lithium metal and lithium alloy cells and batteries that are assigned 
to Class 9. Certain lithium metal and lithium alloy cells and batteries offered for transport and meeting the 
requirements of Section II of this packing instruction, subject to paragraph 2 below, are not subject to other 
additional requirements of these Instructions. 
 

Note.— A new paragraph clarifying what is meant by “single cell battery” is proposed in DGP/25-WP/14 for the 
sake of harmonization with the UN Model Regulations. If the proposed text below is agreed by DGP/25, it should 
be included after the single cell battery text.  

 
For the purpose of this packing instruction, “equipment” means apparatus for which the lithium cells or batteries 
will provide electrical power for its operation. 

. . .  

I. SECTION I 
. . .  

 
I.2 Additional requirements  
. . .  

  — The number of cells or batteries in each package must not exceed the appropriate number for the  
  equipment’s operation, plus two spares. 

— For the purpose of this packing instruction, “equipment” means apparatus requiring the lithium batteries with 
which it is packed for its operation. 

— For lithium metal cells and batteries prepared for transport on passenger aircraft as Class 9: 
 — cells and batteries offered for transport on passenger aircraft must be packed in intermediate or outer 

rigid metal packaging surrounded by cushioning material that is non-combustible and non-conductive 
and placed inside an outer packaging. 

. . .  

 
II. SECTION II 
 

With the exception of Part 1;2.3 (Transport of dangerous goods by post), 7;4.4 (Reporting of dangerous goods 
accidents and incidents),8;1.1 (Dangerous goods carried by passengers or crew) and paragraphs 1 and 2 of this 
packing instruction, lithium metal cells and batteries packed with equipment offered for transport are not subject 
to other additional requirements of these Instructions if they meet the requirements of this section. 

. . .  
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Packing Instruction 970 
Passenger and cargo aircraft for UN 3091 (contained in equipment) only 

 
1. Introduction 
 

This entry applies to lithium metal or lithium alloy batteries contained in equipment. 
 
Section I of this packing instruction applies to lithium metal and lithium alloy cells and batteries that are assigned 
to Class 9. Certain lithium metal and lithium alloy cells and batteries offered for transport and meeting the 
requirements of Section II of this packing instruction, subject to paragraph 2 below, are not subject to other 
additional requirements of these Instructions. 
 

Note.— A new paragraph clarifying what is meant by “single cell battery” is proposed in DGP/25-WP/14 for the 
sake of harmonization with the UN Model Regulations. If the proposed text below is agreed by DGP/25, it should 
be included after the single cell battery text.  

 
For the purpose of this packing instruction, “equipment” means apparatus for which the lithium cells or batteries 
will provide electrical power for its operation. 

. . .  

 
II. SECTION II 
 

With the exception of Part 1;2.3 (Transport of dangerous goods by post), 7;4.4 (Reporting of dangerous goods 
accidents and incidents), 8;1.1 (Dangerous goods carried by passengers or crew) and paragraphs 1 and 2 of 
this packing instruction, lithium metal cells and batteries contained in equipment offered for transport are not 
subject to other additional requirements of these Instructions if they meet the requirements of this section. 

. . .  

. . .  

 
 

— END — 

  
 

 


