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 19/11/2021 إلى 15من  ،اجتماع افتراضي

 ض إدارة المخاطر المتعلقة بالسلامة الجوية وتحديد أوجه التعار  من جدول الأعمال: 2البند رقم 
 ( REC-A-DGS-2023)المرجع: 

التعليمات الفنية للنقل الآمن للبضائع الخطرة "إعداد ما يلزم من اقتراحات لتعديل وثيقة  :2-2البند رقم 
 2024-2023لإدخالها في طبعة  (Doc 9284) "بطريق الجو

 A206حذف الأحكام الخاصة 
 (برينن. دمة من مقد  ورقة )

 الموجز
 وتغييرها لتصبح "غير مُستخدمة".  A206حذف الأحكام الخاصة تقترح ورقة العمل هذه 

 .2في الفقرة رقم  الإجراء المعروض على فريق خبراء البضائع الخطرةيرد 
 

1. INTRODUCTION 

1.1 The 19th revised edition of the UN Model Regulations adopted a new hazard label specific for 

packages containing lithium batteries (UN Nos. 3091, 3091, 3480 and 3481). To draw attention to the 

requirement for the new hazard label, Special Provision 384 was introduced into the Model Regulations to 

identify the requirement for the application of the lithium battery Class 9 hazard label (Label no. 9A) for 

packages containing lithium batteries while the miscellaneous dangerous goods label (Label no. 9) was to be 

used for placarding cargo transport units.   

1.2 When harmonizing the ICAO Technical Instructions with Special Provision 384 in the UN 

Model Regulations, the requirement to placard the cargo transport units was not adopted because it was 

irrelevant and the note was moved to form part of the mandatory provision of Special Provision A206 (see 

paragraph 3.2.3.2.1 k) of the DGP-WG/15 report).  

1.3 Under normal circumstances, when a note is needed to identify any transition period, it 

appears in the relevant section of the Technical Instructions rather than being included in a special provision. 
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However, it is believed that Special Provision 384 in the UN Model Regulations was treated differently due 

to the difference between labelling a package and placarding a cargo transport unit.  

1.4 Since the placarding requirement is irrelevant to the Technical Instructions and the transition 

period has passed, with the information of the transition period deleted, the only information left in Special 

Provision A206 is that the hazard label to be used for packages containing lithium batteries (UN Nos. 3090, 

3091, 3480 and 3481) is the lithium battery miscellaneous dangerous goods label (Figure 5-26).   

1.5 However, as the Technical Instructions has a column (5) in Table 3-1 identifying the 

applicable hazard label(s), unlike the UN Model Regulations that has no such column, it is not a standard 

practice to specify the hazard label applicable to different dangerous goods in special provisions but rather 

through the information in column 5 and then more specifically in Part 5;3. Therefore, Special Provision A206 

now appears to be redundant and it is believe should be made “not used”. 

2. ACTION BY THE DGP 

2.1 The DGP is invited to consider deleting Special Provision A206 as shown in the appendix to 

this working paper. 

— — — — — — — — 
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APPENDIX  

 

PROPOSED AMENDMENT TO PART 3 OF THE TECHNICAL INSTRUCTIONS 

 

 

Part 3 
 

DANGEROUS GOODS LIST, SPECIAL PROVISIONS AND LIMITED 
AND EXCEPTED QUANTITIES 

. . .  

Chapter 3 
 

SPECIAL PROVISIONS 
 

. . .  

Table 3-2.    Special provisions 
 

 TIs UN  
    

 . . .    

 A206 (384) The hazard label must conform to the model shown in Figure 5-26.Not used. 
 

. . .  

 — انتهى — 


