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DANGEROUS GOODS PANEL

Frankfurt, 16 to 20 September 2002

Agenda Item 2: Development of recommendations for amendments to the Technical Instructions
for incorporation in the 2005/2006 edition

DRAFT AMENDMENTS TO THE TECHNICAL INSTRUCTIONS TO
ALIGN TO THE RECOMMENDATIONS — PART 7

(Presented by the Secretary)

SUMMARY

Below are the draft amendments to Part 7 Chapters 2 to reflect the decisions taken
by the UN Sub-Committee of Experts at the 19th, 20th and 21st Sessions.

Chapter 2

STORAGE AND LOADING
...

2.9  SPECIAL PROVISIONS
APPLICABLE TO THE CARRIAGE

OF RADIOACTIVE MATERIAL

...

2.9.4  Segregation of packages
containing  fissile material

during transport and
storage in transit

2.9.4.1 Any group of The number of packages, overpacks and freight containers containing fissile
material stored in transit in any one storage area must be so limited that the total sum of the criticality safety
indexes in any group of such packages, overpacks or freight containers the group does not exceed 50. Groups
of such packages, overpacks and freight containers must be Each group must be stored so as to maintain a
spacing of at least 6 m from other such groups of such packages, overpacks or freight containers.
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2.9.4.2 Where the total sum of the criticality safety indexes on board an aircraft or in a freight
container exceeds 50, as permitted in Table 7-4, storage must be such as to maintain a spacing of at least 6 m
from other groups of packages, overpacks or freight containers containing fissile material or other conveyances
carrying radioactive material.

... 

— END — 


